
G6‐42A 0160037722  thru 0160040674 1001106001 0160040675 and after 1001130793
1170021 CARRIAGE, 50" STD, 12000# CAP G9‐43A 1001106002 1001130663
1170024 CARRIAGE, 60" STD, 12000# CAP G10‐43A 1001113013 1001130935

1001132514 CARRIAGE, 72" STD, 12000# CAP G10‐55A 0160037690 thru 0160038465 1001106003 0160038466 and after 1001115135
1170054 CARRIAGE, 50" SIDE TILT, 10000# CAP G12‐55A 0160037689 thru 0160038537 1001106004 0160038538 and after 1001115536

1001101956 CARRIAGE, 60" SIDE TILT, 10000# CAP G6‐42P 1001106005 ‐ ‐
1170057 CARRIAGE, 72" SIDE TILT, 10000# CAP 534D9‐45 1001106006 ‐ ‐

1001095418 CARRIAGE, 72" 90 DEG SWING, 10000# CAP 534D10‐45 1001106007 ‐ ‐
1001100822 BUCKET, 72" 1.0 CU YD 544D10‐55 1001106008 ‐ ‐
1001100823 BUCKET, 96" 1.5 CU YD 1044C‐54 0160037855 and after  1001106009 ‐ ‐
1001100824 BUCKET, 102" 2.0 CU YD 644E‐42 1001134329 ‐ ‐
1001099901S TRUSS BOOM, 15' W/O WINCH, 2000# CAP 944E‐42 1001106011 ‐ ‐

1001103730S1 PLATFORM, FORK MOUNTED 4X8 ISO, 1000# CAP 6036 1001106012 ‐ ‐

1001103736S1 PLATFORM, FORK MOUNTED 4X8 FRENCH, 1000# CAP 6042 1001106013 ‐ ‐

1001103637S1 PLATFORM, FORK MOUNTED 4X8 ANSI, 1000# CAP 8042 0160037799 and after 1001106014 ‐ ‐

915650942 HOOK, LIFTING 12000# CAP 10042 w/outriggers 0160037798 and after 1001106015 ‐ ‐
10054 w/outriggers 0160037793 and after 1001106016 ‐ ‐

Load Chart Booklets‐Current Production Common Attachments

 2 When using the fork mounted lifting hook, always reference the appropriate machine manual for installation instructions,                                                                                                                                                                                                       
proper machine configuration, proper operation and  appropriate load rating.        

Previous generation Lull E‐Series attachments may be used with the above listed Lull E‐Series machines and serial numbers (proper load charts required).
New standardized attachments are compatible with previous generation SkyTrak and Lull E‐Series moels (proper load charts required).
When using the fork mounted attachments on approved JLG models, always make sure to have the appropriate carriage load chart and operator and safety manual on hand.       
 1 When using the fork mounted work platform, always reference the appropriate machine manual in conjunction with the operator and                                                                                                                                                                                 
safety manual (pn‐31200160) for installation instructions, proper machine configuration, proper operation and appropriate load rating.                                                

SKYTRAK

0160037789 and after

 SPECIAL NOTES:
Previous generation SkyTrak attachments may be used with the above listed SkyTrak machines and serial numbers (proper load charts required).

JLG            
    REAR PIVOT STEER

0160037689 and after

LULL
0160037794 and after

Standard Load Chart Booklet 

JLG               
 ALL‐WHEEL STEER

0160037671 thru 0160040674 0160040675 and after

The new attachments have been designed to fit the new common boom, please consult these serial number breaks for proper load charts.

Approved Common Attachments Product Brand Machine Model Serial Number Break
Load Chart 
Booklet

Serial Number Break  Load Chart Booklet



G6‐42A 0160037722 thru 0160040674 1001110401 0160040675 and after 1001130739
G9‐43A 1001110402 1001130708
G10‐43A 1001115257 1001130844

10011049923 CARRIAGE, 72" 180 DEG SWING, 8000# CAP G10‐55A 0160037690  1001110403 ‐ ‐
0930020 BUCKET, 96" GRAPPLE G12‐55A 0160037689 thru 0160039275 1001110404 0160039276 and after 1001115540

1001099351 TRUSS BOOM, 12' W/ WINCH, 2000# CAP G6‐42P 1001110405 ‐ ‐
1001099902S TRUSS BOOM, 12' W/O WINCH, 2000# CAP 534D9‐45 1001110406 ‐ ‐
1001108668 MAST, 8' STD, 4500# CAP 534D10‐45 1001110407 ‐ ‐
10011086694 MAST, 8' SIDE TILT ELEC, 4500# CAP 544D10‐55 1001110408 ‐ ‐

1044C‐54 0160037855 and after  1001110409 ‐ ‐
644E‐42 1001110410 ‐ ‐
944E‐42 1001110411 ‐ ‐
6036 1001110412 ‐ ‐
6042 1001110413 ‐ ‐
8042 0160037799 and after 1001110414 ‐ ‐

10042 w/outriggers 0160037798 and after 1001110415 ‐ ‐
10054 w/outriggers 0160037793 and after 1001110416 ‐ ‐

 3 This attachment is not approved for the following models: G6‐42A,G9‐43A,G10‐43A,G6‐42P,534D9‐45,1044C‐54,644E‐42, AND 944E‐42.
 4  This attachment is not approved for the following models: 644E‐42, AND 944E‐42, 6036, 6042, 8042, 10042, AND 10054.

Load Chart Booklets‐Current Production Common Attachments

 SPECIAL NOTES:
Previous generation SkyTrak attachments may be used with the above listed SkyTrak machines and serial numbers (proper load charts required).
Previous generation Lull E‐Series attachments may be used with the above listed Lull E‐Series machines and serial numbers (proper load charts required).
Current production common attachments are compatible to older Lull E‐Series models (proper load charts required).

SKYTRAK

0160037789 and after

JLG               
 REAR PIVOT STEER

0160037689 and after

LULL
0160037794 and after

Supplemental Load Chart Booklet 

JLG                 
ALL‐WHEEL STEER

0160037671 thru 0160040674 0160040675 and after

The new attachments have been designed to fit the new common boom, please consult these serial number breaks for proper load charts

Approved Common Attachments Product Brand Machine Model Serial Number Break
Load Chart 
Booklet

Serial Number Break  Load Chart Booklet


